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	Masterspec sections must be customised to suit the project being specified, by removing irrelevant information and adding project-specific information and selections.

1.	GENERAL
	This section relates to the supply and installation of:
	Decortech Decorative, Acoustic and Firesafe wall and ceiling systems including:
	-	Decortech Plywood Decorative, Acoustic and Firesafe Wall and Ceiling Panels
	-	Decortech Plywood Special Applications
	-	Decortech MDF Decorative, Acoustic and Firesafe Wall and Ceiling Panels
	-	Decortech Multigroove Decorative, Acoustic and Firesafe Planks and Panels
	-	Decortech Concept and Firesafe Concept Tiles
	-	Decortech Prestige and Firesafe Prestige Tiles
	-	Decortech Effects Panels
	-	Decortech Custom and Firesafe Custom Panels

	-	All elements required to complete the systems.
	Modify or extend the above description to suit the project being specified.
	This section relates to acoustically absorbent systems for lining walls and ceilings

1.1	RELATED WORK
	Refer to ~ for ~
	Include cross references only to other work sections where they include directly related work.
	Refer to 5311 SUSPENDED TILE CEILINGS for tile ceiling grid

1.2	ABBREVIATIONS
	The following abbreviations are used throughout this part of the specification:
	FRR	Fire resistance rating
	NRC	Noise reduction coefficient
	Refer to general section 1232 INTERPRETATION & DEFINITIONS for abbreviations used throughout the specification.

	Documents

1.3	DOCUMENTS
	Refer to the general section 1233 REFERENCED DOCUMENTS.  The following documents are specifically referred to in this section:

	NZBC C/AS1	Fire safety
	AS/NZS 1170.1	Structural design actions - Permanent, imposed and other actions
	NZS 1170.5	Structural design actions - Earthquake actions - New Zealand
	AS 1397	Steel sheet and strip - Hot dipped zinc - coated or aluminium/zinc - coated
	AS/NZS 1530.3	Methods for fire tests on building materials, components and structures - Simultaneous determination of ignitability, flame propagation, heat release and smoke release
	AS/NZS 2785	Suspended ceilings - Design and installation
	AS 2946	Suspended ceilings, recessed luminaires and air diffusers - Interface requirements for physical compatibility
	NZS 4219	Seismic performance of engineering systems in buildings
	AS/NZS 4600	Cold - formed steel structures
	ASTM C423	Test method for sound absorption and sound absorption coefficients by the reverberation room method
	ASTM E1414	Standard test method for airborne sound attenuation between rooms sharing a common ceiling plenum (two room method)

	Documents listed above and cited in the clauses that follow are part of this specification.  However, this specification takes precedence in the event of it being at variance with the cited document.
	Delete from the DOCUMENTS clause any document not cited.  List any additional cited documents.
	The following are related documents and if referred to in the work section need to be added to the list of DOCUMENTS.

	RELATED DOCUMENTS
	Refer to the following related documents when preparing this section:
	BRANZ BU 369	Fitting tolerances

1.4	MANUFACTURER'S DOCUMENTS
	Manufacturer's and supplier's documents relating to this part of the work:
	Technical Specification Sheets
	Data Sheets
	Plywood Grading Sheets
	Fire testing Certificates

	Copies of the above literature are available at Decortech Limited
	Web:	www.decortech.co.nz
	Email:	info@decortech.co.nz
	Telephone:	0800 211 311
	It is important to ensure that all personnel on site have access to accurate, up to date technical information on the many products, materials and equipment used on a project.  In most cases individual products are not used in isolation, but form part of a building process.  Also a particular manufacturer's and/or supplier's requirements for handling, storage, preparation, installation, finishing and protection of their product can vary from what might be considered the norm.  Access to technical information can help overcome this potential problem.

	Warranties

1.5	WARRANTY - MANUFACTURER/SUPPLIER
	Provide a material manufacturer/supplier warranty:
	5 years:	For Decortech Acoustic and Decorative panels.

	-	Provide this warranty on the manufacturer/supplier standard form.
	-	Commence the warranty from the date of purchase.

	Refer to the general section WARRANTIES for additional requirements.
	Modify or expand the clause to suit project or manufacturer/supplier requirements, options include:
	-	Change the standard form to be used (check with the manufacturer/supplier, use the general section 1237WA WARRANTY AGREEMENT if required)
	-	Commence the warranty from the date of purchase (check with the manufacturer/supplier)

	Requirements

1.6	QUALIFICATIONS
	Installers to be experienced, competent trades people familiar with the materials and techniques specified.
	This clause includes generic text which should be expanded only if there are specific qualification requirements.

1.7	NO SUBSTITUTIONS
	Substitutions are not permitted to any specified Decortech system, or associated components and products.

1.8	SAMPLE SECTION
	Allow to erect a sample section of the system offered.  Subject to confirmation in writing, the sample section may form part of the completed installation.
	Refer to SELECTIONS for location of sample section.
	Samples are indicative only and due to this being a natural wood product, there may be variations in colour, grain and occasional imperfections.  Final panels will be matched as closely as possible.
	Amend or expand this clause as appropriate to the project, including requirements for incorporating other elements - luminaires, diffusers, surrounding surfaces - into the sample section.  Advise if a sample is held for colour matching purposes and who holds the sample.

1.9	SPARES
	Provide spare matching elements in the quantities specified in SELECTIONS.  Deliver into a dry store at the site or elsewhere as directed and at agreed times.

	Performance
	Use these clauses only if specifying by performance.
	NOTE: Even when specifying by brand it may still be necessary to include some reference to performance.

1.10	LOADING CODE REQUIREMENT
	Comply with the requirements of AS/NZS 1170.1 and NZS 1170.5.

1.11	CERTIFICATION
	Provide:
	-	certification of compliance with NZS 1170.5, section 8 for evaluation
	-	certificates and other evidence that the system offered complies with the standards of performance specified

1.12	ACOUSTIC REQUIREMENTS
	Refer to SELECTIONS for requirements.  Use an independent testing authority to test a specimen of the system to ASTM C423 and ASTM E1414, and submit the results for acceptance.
	For CAC values above 40 an acoustic baffle system may be required.  All NRC values quoted are tested with Decoustic 85 (FR) bonded to back.

1.13	EARLY FIRE HAZARD PROPERTIES
	Early fire hazard properties of internal surface materials/systems when tested to NZBC C/AS1, Appendix C, Test Methods, must not exceed the following indices to NZBC C/AS1, Table 6.2.

	Properties
	Index
	Item
	Location

	(FI) Flammability index

	~
	~
	~

	(SFI) Spread of flame index
	~
	~
	~

	(SDI) Smoke development index
	~
	~
	~


	Modify to suit project requirements and Fire Report.  Not all indices may be required.
	Ignitability Index and Heat Evolved Index may need to be added to the table.
	Use this clause only where a part of the work is specified by performance.  With the changes that occurred with the Building Act 2004, this is likely to be limited to only a few areas where the Building Consent Authorities accept that compliance will be by way of various Producer statements in support of the work carried out.
	Delete this clause if it does not apply.
	Discuss with the manufacturers before specifying.

1.14	FIRE RATING REQUIREMENT
	Design the system, including ceiling cavity fire and smoke barriers where required, so that together with the floor it is to NZBC C/AS1: Part 5 Fire resistance ratings.  Refer to SELECTIONS for requirements.
	Note here for ceilings, details of the floor system which will be specified elsewhere.

1.15	ENVIRONMENTAL REQUIREMENTS
	Design the system for use over its expected life without deterioration.  Refer to SELECTIONS for requirements.
	If this clause is not used and the SITE CONDITIONS clause cannot be complied with, then allowance needs to be made for a tile that will not sag over the construction period.

1.16	REFLECTANCE
	Refer to SELECTIONS for requirements.

2.	PRODUCTS
	Select the proprietary system to suit the brief.  Use the PRODUCTS clauses to get the required fire rating and acoustic control.  Use the EXECUTION clauses required for the selected system.  Use the SELECTIONS clauses for specific selections - brand, module, finish etc.

	Materials - Decortech Decorative, Acoustic and Firesafe Panels

2.1	DECORTECH PLYWOOD WALL AND CEILING PANELS
	Plywood panels with a choice of natural or painted finishes.  Panels may be plain or perforated.  A large range of standard perforations are available including holes, slots and Multigroove as well as custom designs.  Refer to SELECTIONS.
	An acoustic backing of Decoustic 85 (FR) Felt is bonded to the back of perforated panels as standard.
	Radiata is supplied with an S quality face and D quality back as standard.  Hoop pine (interior) is supplied with an A quality face and C quality back, with white glue line for visible edges.
	Hoop pine (exterior) is supplied with an A quality face and C quality back, with black glue line for applications where visible edge is not critical.
	Contact Decortech for a Technical Specification or Grading Sheet for Plywood.
	For slot perforations stepped slots can be specified for concealed fixing.  Specify perforation code and CF e.g. SR3310CF

2.2	DECORTECH FIRESAFE PLYWOOD WALL AND CEILING PANELS
	Plywood panels tested to AS/NZS 1530.3 (SFI-0, SDI-3) with a fire retardant pre treatment followed by two coats fire resistant top coat.  Panels may be plain or perforated.  A large range of standard perforations are available including holes, slots and Multigroove as well as custom designs.
	Refer to SELECTIONS.
	An acoustic backing of Decoustic 85 (FR) Felt is bonded to the back of perforated panels as standard.
	Radiata is supplied with an S quality face and D quality back as standard.  Hoop pine (interior) is supplied with an A quality face and C quality back, with white glue line for visible edges.
	Hoop pine (exterior) is supplied with an A quality face and C quality back, with black glue line for applications where visible edge is not critical.
	Decortech Firesafe Plywood is suitable for use in exit ways, especially for schools, hospitals, commercial and public spaces.
	Contact Decortech for a Technical Specification or Grading Sheet for Plywood.
	For slot perforations stepped slots can be specified for concealed fixing.  Specify perforation code and CF e.g. SR3310CF

2.3	DECORTECH PLYWOOD SPECIAL APPLICATIONS
	Various plywoods are available, including Gaboon, Meranti, and Eurolite.  Panels may be plain or perforated.  A large range of standard perforations are available including holes, slots and Multigroove as well as custom designs.
	Refer to SELECTIONS.
	An acoustic backing of Decoustic 85 Felt (FR) is bonded to the back of perforated panels as standard.
	Timber veneer is available if required only on selected plywood substrates.  Contact Decortech to discuss this option and for samples.
	For slot perforations stepped slots can be specified for concealed fixing.  Specify perforation code and CF e.g. SR3310CF

2.4	DECORTECH MDF WALL AND CEILING PANELS
	Medium Density Fibreboard with a choice of real timber veneer and painted finishes.  Panels may be plain or perforated.  A large range of standard perforations are available including holes, slots, and Multigroove as well as custom designs.
	Refer to SELECTIONS.
	An acoustic backing of Decoustic 85 Felt (FR) is bonded to the back of the perforated panels as standard.  All panels have a very low formaldehyde emission.
	A Firesafe option is available which has fire retardant compounds added and tested to AS/NZS 1530.3 (SFI-0, SDI-5)
	Panels can conform to Green Star ratings.  EC, FSC and COC veneers can be provided on request.  EO MDF is also available on request with even lower formaldehyde content.
	Contact Decortech for a technical specification or samples.
	For slot perforations stepped slots can be specified for concealed fixing.  Specify perforation code and CF e.g. SR3310CF

2.5	DECORTECH MDF MULTIGROOVE PLANKS
	Medium Density Fibreboard (MDF) planks with a choice of natural or painted finishes, or timber veneer finish.  Planks have tongue and groove edges to fit together, and are either mounted on the Decortech mounting system of extruded aluminium rails and clips, or fixed directly with a concealed fixing using a special staple gun.  Staple gun can be borrowed from Decortech,(subject to availability).
	Refer to SELECTIONS.
	An acoustic backing of Decoustic 85 Felt (FR) is bonded to the back of the perforated planks as standard.  All planks have a very low formaldehyde emission.
	A Firesafe option is available which has fire retardant compounds added and tested to AS/NZS 1530.3 (SFI-0, SDI-5).
	Panels can conform to Green Star ratings.  EC, FSC and COC veneers can be provided on request.  EO MDF is also available on request with even lower formaldehyde content.
	If mounting system is not used, use panel pins or staples  to fix planks directly to timber framing.
	Contact Decortech for a technical specification or samples.

2.6	DECORTECH MDF MULTIGROOVE PANELS
	Medium Density Fibreboard (MDF) panels with a choice of natural or painted finishes, or timber veneer finish.  Panels are mounted directly to timber framing using surface fix screws, or by using a special staple gun to give a concealed fixing.  Staple gun can be borrowed from Decortech (subject to availability.)
	Refer to SELECTIONS.
	An acoustic backing of Decoustic 85 Felt (FR) is bonded to the back of the perforated panels as standard.  All panels have a very low formaldehyde emission.
	A Firesafe option is available which has fire retardant compounds added and tested to AS/NZS 1530.3 (SFI-0, SDI-5).
	Panels can conform to Green Star ratings.  EC, FSC and COC veneers can be provided on request.  EO MDF is also available on request with even lower formaldehyde content.
	If mounting system is not used, use panel pins or staples to fix planks directly to substrate.
	Contact Decortech for a technical specification or samples.

2.7	DECORTECH PRESTIGE TILE SYSTEM
	Ceiling tile system that interlocks onto a standard concealed suspended ceiling grid.
	Medium Density Fibreboard (MDF) tiles with a choice of real timber veneer or painted finishes.  The tiles have an extended tongue on one edge to completely cover the ceiling grid, to create a monolithic appearance.  A large range of standard perforations are available including holes, slots and Multigroove as well as custom designs.
	A Firesafe option is available which has fire retardant compounds added and tested to AS/NZS 1530.3 (SFI-0, SDI-5).

2.8	DECORTECH CONCEPT TILE SYSTEM
	Ceiling tile system that drops into a standard two way exposed suspended ceiling grid.
	Medium Density Fibreboard (MDF) tiles with a choice of real timber veneer or painted finishes.  A large range of standard perforations are available including holes, slots and Multigroove as well as custom designs.
	These tiles may be fitted to an existing two way suspended ceiling grid.  Contact Decortech to ascertain the suitability of existing grid, due to weight considerations.
	A Firesafe option is available which has fire retardant compounds added and tested to AS/NZS 1530.3 (SFI-0, SDI-5).

2.9	DECORTECH CUSTOM PANELS
	Decortech custom made panels to Architects and Designers specifications.
	Panels available in MDF, Firesafe MDF, Firesafe Radiata Plywood, Radiata and Hoop Pine Plywood, Real Timber Veneer, Clear and Painted finishes.  Contact a Decortech representative to discuss your project requirements

2.10	DECORTECH EFFECTS PANEL
	Three dimensional feature panel in a range of patterns.  Refer to the Decortech website for details.
	Panels available with primer only or prefinished with paint finish.
	Contact Decortech for a Technical Specification Sheet, Data Sheet or samples.

	Components

2.11	SCREWS
	25mm x 6 gauge stainless steel Type S self-drilling and self-tapping countersunk screws.

2.12	ADHESIVE
	Single pack waterproof general purpose construction adhesive.
	For mechanical and adhesive combination fixing of plywood and MDF.

2.13	STAPLES
	Galvanised wire staples to attach Multigroove planks to timber framing.  Use special staple gun available on loan from Decortech.
	For use when Decortech aluminium mounting system is not being used.

	Accessories

2.14	CLASHING
	Panels can be clashed on all four sides in veneer to match the face.

3.	EXECUTION

	Conditions

3.1	STORAGE
	Store panels and accessories in dry conditions indoors and out of sunlight in neat flat stacks. Store clear of the floor with no sagging and avoiding damage to ends, edges and surfaces.  Reject damaged material.  Storage requirements differ for  each product.  Contact Decortech for technical specification sheet.
	Note: Sunlight will cause discolouration of the panels and they must be stacked squarely on top of one another and fully covered with an opaque cover.
	Refer to the Technical Specification Sheet for advice on product being specified.  Obtain a copy of the sheet from Decortech.

3.2	CO-ORDINATE SERVICES
	Co-ordinate and co-operate with electrical and mechanical work to avoid conflict between the panels and service outlets, luminaires, diffusers, pipework and ducting.  Confirm the provision of support and fixings.

	Ensure co-operation with work in and above the ceiling, including the marking of specific ceiling panels below major access points to above-ceiling services.  Colour coded markings to follow the standards laid down by mechanical and electrical services.

3.3	SITE CONDITIONS
	Do not begin installation until the building is closed in, fully glazed, the roof watertight, and mechanical and electrical work is ready.
	Panels are for interior use only.  Protect from extreme weather fluctuations and exposure to the elements.  Refer to the Technical Specification Sheet for advice on product being specified.  Obtain a copy of the sheet from Decortech.

3.4	CEILINGS
	Comply with AS 2946 for interface requirements for physical compatibility.

3.5	RESPONSIBILITY
	Ensure that conditions are suitable for the installation.  Arrange for the programming of the work to suit required practice.

	Application

3.6	INSTALLATION
	To AS/NZS 2785.	Installation to comply with the loadings code AS/NZS 1170.1.  Installation to comply with the requirements of NZS 4219; with related building services installations complying specifically with clauses 2.22, 2.25 and 2.29.

3.7	ACCESSIBILITY CEILINGS
	Provide access to the ceiling system and the in-ceiling and above-ceiling services so that maintenance and removal of any part can be carried out without damage to the ceiling system or panels.
	As full access in all areas is clearly impractical, any special requirements for clear access will need to be defined; either by description here, or on the drawings.

3.8	PENETRATIONS
	Accommodate light fittings, air conditioning outlets and other electrical and/or mechanical services that are fixed to or pass through the system.  Provide independent support for these as necessary.

3.9	INSTALLING DECORTECH PANELS
	Fix panels to substrate to manufacturer's instructions, mechanical and adhesive fixing.  Fix perforated boards through designed fixing slot if requested.  Apply adhesive to rear of board as necessary, taking care to avoid perforations.

3.10	INSTALLING MULTIGROOVE PLANKS
	Fix planks to substrate to manufacturer's instructions, using Decortech aluminium extruded rail and clip mounting system.  Where Decortech mounting system is not being used, staple planks through the groove directly on to the substrate, using Decortech special staple gun (subject to availability on loan from Decortech) or use panel pins.  Apply adhesive to rear of board as necessary, taking care to avoid perforations.

3.11	INSTALLING MULTIGROOVE PANELS
	Fix panels to manufacturers instructions.  Staple panels through the groove directly on to the timber framing, using Decortech special staple gun (subject to availability on loan from Decortech) or use panel pins.  Apply adhesive to rear of board as necessary.

3.12	INSTALLING DECORTECH PRESTIGE AND CONCEPT TILES
	Fix tiles to metal grid in accordance with manufacturer's instructions.  Metal grid shall comply with AS 1397 or AS/NZS 4600, as applicable.

3.13	PROTECT EXISTING WORK
	Protect adjacent existing work from damage during the installation.

	Completion

3.14	REPLACE
	Replace damaged or marked elements.

3.15	LEAVE
	Leave work to the standard required by following procedures.

3.16	REMOVE
	Remove debris, unused elements and elements from the site.

3.17	CLEAN
	Clean the panels when required with a damp warm cloth.  Avoid any solvents or abrasive cleaners.

3.18	PROTECT
	Protect installed Decortech panels and finished surfaces from damage.

4.	SELECTIONS
	Substitutions are not permitted to the following selections.

4.1	SAMPLE SECTION
	Location:	~

4.2	SPARES
	Spares:	~

4.3	PERFORMANCE REQUIREMENTS
	Use these clauses only if specifying by performance.
	Acoustic
	NRC:	~ minimum
	Attenuation Class:	~ minimum room to room
	For CAC values above 40 an acoustic baffle system may be required.

	Fire
	Location:	~
	FRR:	~ minimum
	Cavity barrier:	~
	Floor system:	~

	Light reflectance
	Reflectance:	~ % minimum
	For (colour):	~

	Recycled content
	Percentage:	~ % minimum

4.4	DECORTECH DECORATIVE & ACOUSTIC PLYWOOD WALL & CEILING PANELS
	Location:		~
	Brand Type:		Decortech ~
	Panel Type:		~ Plywood
	Panel size:		2400 x 1200mm
	Panel thickness:		~mm
	Pattern/perforation code:	~
	Perforation border:		~mm
	Finish:		~
	Brand type:	Decortech Decorative, Decortech Acoustic.
	Plywood type:	Radiata SD, Hoop Pine Interior, Hoop Pine Exterior
	Sheet Size options:	2400 x 1200mm generally, Hoop pine interior/exterior up to 2700mm.
	Thickness options:	Radiata 9, 12, 17mm, Hoop Pine 9, 12, 16mm
	Pattern options:	None, holes, slots, Slots CF, Multigroove, custom.  Refer to Decortech for options available.
	Finish options:	Decortech Factory applied Satin finish.  Standard options are Clear, Blonded,  White, Black and Black White.  Contact Decortech for more colour options.
	Optional:	One additional seal coat to back of panel.

4.5	DECORTECH FIRESAFE PLYWOOD WALL AND CEILING PANELS
	Location:		~
	Brand Type:		Decortech Firesafe
	Panel Type:		Radiata SD Plywood
	Panel size:		2400 x 1200mm
	Panel thickness:		~mm
	FRR rating:		SFI 0, SDI 3
	Pattern/perforation code:	~
	Perforation border:		~mm
	Finish:		~
	Thickness options:	9, 12, 17mm.
	Pattern options:	None, holes, slots, Slots CF, Multigroove, custom.  Refer to Decortech for options	available.
	Finish options:	Decortech Factory applied Fire Resistant System.  Available in Blonded, Clear or White.

4.6	DECORTECH PLYWOOD SPECIAL APPLICATIONS
	Location:		~
	Panel Type:		~ Plywood
	Panel size:		~
	Panel thickness:		~mm
	Panel size:		~
	Pattern/perforation code:	~
	Perforation border:		~mm
	Finish:		~
	Plywood type:	Various plywoods including Gaboon, Meranti and Eurolite, used as a natural finish, or as a veneer on plywood.
	Sheet Size options:	2400 x 1200mm generally, up to 2700 on request.
	Thickness options:	9 through 12 to 16mm
	Pattern options:	None, holes, slots, Slots CF, Multigroove, custom.  Refer to Decortech for options available.
	Finish options:	Decortech Factory applied Satin finish.  Standard options are Clear, Blonded, White, Black and Black White.  Contact Decortech for more colour options.
	Optional:	One additional seal coat to back of panel.

4.7	DECORTECH MDF DECORATIVE AND ACOUSTIC WALL AND CEILING PANELS
	Location:		~
	Brand Type:		Decortech ~
	Panel Type:		~ MDF
	Panel size:		2400 x 1200mm
	Panel thickness:		~mm
	Pattern/perforation code:	~
	Perforation border:		~mm
	Finish:		~
	Colour:		~
	Brand type:	Decortech Decorative, Decortech Acoustic.
	Panel type options:	Plain, Real Timber Veneer.
	Sheet Size options:	2400 x 1200mm standard, 2700 x 1200mm in certain thicknesses, contact Decortech.  Other sizes available on request.
	Thickness options:	Plain: 9, 12, 16, 18mm, Veneer faced: 13, 16, 19mm
	Pattern options:	None, holes, slots, Slots CF, Multigroove, custom. Refer to Decortech for options available.
	Finish options:	Decortech Factory applied Satin Finish.  Standard options are Clear, Blonded, White, Black and Black White.  Contact Decortech for more colour options.
		Contact Decortech for more colours options.
	Optional:	One additional seal coat to back of panel.
	Real Timber Veneer:	A large choice of veneers is available, contact Decortech for more details.

4.8	DECORTECH FIRESAFE MDF WALL AND CEILING PANELS
	Location:		~
	Brand Type:		Decortech Firesafe
	Panel Type:		~ MDF
	Panel size:		2400 x 1200mm
	Panel thickness:		~mm
	FRR rating:		SFI - 0, SDI - 5
	Pattern/perforation code:	~
	Perforation border:		~mm
	Finish:		~
	Colour:		~
	Panel type options:	Paint finish, Real Timber Veneer.
	Sheet Size options:	2400 x 1200mm standard, 2700 x 1200mm in certain thicknesses, contact Decortech.
	Thickness options:	2400mm long sheet: 12mm, 15mm
		2700mm long sheet: 12mm
		Veneer faced: 13mm, 16mm.
	Pattern options:	None, holes, slots, Slots CF, Multigroove, custom. Refer to Decortech for options available.
	Finish options:	Decortech Factory applied satin finish.  Standard options are Clear, Blonded or White, Black and Black White.  Contact Decortech for more colour options.
	Optional:	One additional seal coat to back of panel.

4.9	DECORTECH MULTIGROOVE WALL AND CEILING PLANKS
	Location:		~
	Brand Type:		Decortech ~
	Panel Type:		~ MDF
	Panel size:		2405 x 288mm cover
	Panel thickness:		~mm
	FRR rating:		SFI - 0, SDI - 5
	Acoustic rating (% open area):	~
	Mounting system:		~
	Pattern:		~
	Finish:		~
	Colour:		~
	Brand type:	Decortech Multigroove Decorative, Decortech Multigroove Acoustic, Decortech Multigroove Firesafe (if FRR is required).
	Panel type options:	Plain, Real Timber Veneer
	Thickness options:	Plain: 16mm, Firesafe: 15mm, Veneer faced Plain: 17mm,
		Veneer faced Firesafe: 16mm.
	FRR ratings:	Delete if not required.
	Decortech mounting system: Extruded rails and mounting clips.
	Pattern options:	Standard 3mm wide slots at 16mm c/c, or 3mm wide slots at 32mm c/c.
		Available with perforation both sides for acoustic properties or face side only for decorative purposes.  Contact Decortech for Custom Multigroove options.
	Finish options:	Decortech Factory applied satin finish.  Standard options are Clear, Blonded,  White, Black and Black White.  Contact Decortech for more colour options.
	Optional:	One additional seal coat to back of panel.
	Real Timber Veneer:	A large choice of veneers is available, contact Decortech for more details.

4.10	DECORTECH MULTIGROOVE WALL AND CEILING PANELS
	Location:		~
	Brand Type:		Decortech ~
	Panel Type:		~ MDF
	Panel size:		2400 x 1200mm
	Panel thickness:		~mm
	FRR rating:		SFI - 0, SDI - 5
	Acoustic rating (% open area):	~
	Pattern:		~
	Finish:		~
	Colour:		~
	Brand type:	Decortech Multigroove Decorative, Decortech Multigroove Acoustic, Decortech Multigroove Firesafe (if FRR is required).
	Panel type options:	Plain,Real Timber Veneer.
	Sheet Size options:	2400 x 1200mm, 2700 x 1200mm in certain thicknesses, contact Decortech.
	Thickness options:	Plain: 16mm, Firesafe: 15mm, Veneer faced Plain: 17mm,
		Veneer faced Firesafe: 16mm.
	FRR ratings:	Delete if not required.
	Pattern options:	Standard 3mm wide slots at 16mm c/c, or 3mm wide slots at 32mm c/c.
		Available with perforation both sides for acoustic properties or face side only for decorative purposes.  Contact Decortech for Custom Multigroove options.
	Finish options:	Decortech Factory applied satin finish.  Standard options are Clear, Blonded,  White, Black and Black White.  Contact Decortech for more colour options.
	Optional:	One additional seal coat to back of panel.
	Real Timber Veneer:	A large choice of veneers is available, contact Decortech for more details.

4.11	DECORTECH PRESTIGE CEILING TILES
	Location:		~
	Brand Type:		Decortech ~
	Tile Type:		~ MDF
	Tile size:		~mm x ~mm
	Tile thickness:		16mm
	FRR rating:		SFI - 0, SDI - 5
	Acoustic rating (% open area):	~
	Finish:		~
	Colour:		~
	Ceiling grid size:		~
	Ceiling grid:		concealed
	Brand Type:	Decortech Decorative, Decortech Acoustic,
		Decortech Firesafe (if FRR is required).
	Tile type options:	Plain, Real Timber Veneer
	Size options:	600 x 600 x 16mm, 600 x 1200 x 16mm.
	FRR ratings:	Delete if not required.
	Pattern options:	None, holes, slots, Multigroove, custom. Refer to Decortech for options available.
	Finish options:	Decortech Factory applied Satin finish.  Standard options are Clear, Blonded White, Black and Black White.  Contact Decortech for more colour options.
	Optional:	One additional seal coat to back of panel.
	Real Timber Veneer:	A large choice of veneers is available, contact Decortech for more details.

	Note:  Decortech Prestige is a tile system that fits into standard one way suspended ceiling grids, therefore a ceiling grid system should be specified.

4.12	DECORTECH CONCEPT TILES
	Location:		~
	Brand Type:		Decortech ~
	Tile Type:		~ MDF
	Tile size:		~mm x ~mm
	Tile thickness:		16mm
	FRR rating:		SFI - 0, SDI - 5
	Acoustic rating (% open area):	~
	Colour:		~
	Ceiling grid size:		~
	Ceiling grid:		~
	Brand Type:	Decortech Decorative, Decortech Acoustic,
		Decortech Firesafe (if FRR is required).
	Tile type options:	Plain, Real Timber Veneer
	Size options:	600 x 600 x 16mm, 600 x 1200 x 16mm.
	FRR ratings:	Delete if not required.
	Pattern options:	None, holes, slots, multigroove, custom. Refer to Decortech for options available.
	Finish options	Decortech Factory applied Satin finish.  Standard options are Clear, Blonded, White, Black and Black White.  Contact Decortech for more colour options.
		Contact Decortech for more colours.
	Optional:	One additional seal coat to back of panel.
	Real Timber Veneer:	A large choice of veneers is available, contact Decortech for more details.

	Note:  Decortech Concept is a tile system that fits into standard 2 way exposed ceiling grid, therefore a ceiling grid system should be specified.

4.13	DECORTECH EFFECTS PANELS
	Location:		~
	Panel Type:		MDF
	Panel size:		2400 x 1200mm
	Panel thickness:		15mm
	Pattern name:		~
	Finish:		~
	Colour:		~
	Nominal thickness:	15mm - finished thickness will vary across the sheet according to design chosen.  Refer to Decortech for further information.
	Colours:	Standard and custom colours available.
	Finish options:	Available in a wide range of painted finishes.  Contact Decortech for options.
	Optional:	One additional seal coat to back of panel.

4.14	DECORTECH CUSTOM PANELS
	Location:		~
	Panel Type:		~
	Panel size:		~
	Panel thickness:		~
	FRR rating:		SFI - 0, SDI - 3 or 5
	Acoustic rating (% open area):	~
	Finish:		~
	Colour:		~
	Panel type options:	MDF, Radiata Plywood, Firesafe Radiata, Plywood, Hoop Pine Plywood
		Fire Safe MDF (if FRR is required)
	Sheet Size options:	2400 x 1200mm, 2700 x 1200mm in certain thicknesses, contact Decortech.
	FRR ratings:	Delete if not required.
	Finish options:	Decortech Factory applied satin finish.  Standard options are Clear, Blonded, White, Black and Black White.  Contact Decortech for more colour options.
	Optional:	One additional seal coat UV paint to back face of panel.

	Accessories

4.15	SCREWS
	Location
	Type
	Material
	Finish

	~
	
	
	


	Confirm whether zinc-plated steel, galvanized steel, or stainless steel.

4.16	STAPLES
	Brand/type:	~
	Size:	~
	Staple sizes 60/32 or 60/38.
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